“Our field
is preparing
your field.”

traler groomer

!

feature, specifications, & options

The Traler Groomer may be equipped with any of these options:

— Spring steel teeth VIBRATE to soften
the top layer; sizes 427, 607, and 87

— Removes humps; fills
holes; fixed or floating blade in sizes 42,
60", and 87~

— Leaves smooth surface; no end ridges;
heavy duty nylon bristles sizes 567, 74", and 99

— Breaks up hard dirt, in sizes
607 x 487, 727" x 487, 96" x 48"

— 4 gpm; 30 psi; 12 volt; operated from bat-
tery on trailer or towing vehicle battery

— 30 or 50 gallon size; 10-inch fill opening
with strainer; sump for complete draining; jet agi-
tator for paint mixing

KROMER TRALER GROOMER Specifications:

— Conditions dry surface; settles
dust; applies chemicals. One piece 3 or 4
nozzles; 2-piece folding or three piece with valve

— Pressure regulator; pressure
gauge; control valves

— Optional for raising and lowering
attachments from towing vehicle

— 21" x 38" available if no spraying
system purchased

— For number painting or weed
control with 15 feet of hose and gun

Tow-behind unit with universal hitch for quick connect and disconnect

An all steel powder coated 2” square tube and flat metal welded frame
Optional 8” height or heavy duty 8” spring-loaded harrow tines
Heavy-duty 3.5” x 6” height x 56, 74, 99” long polypropylene broom
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